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TABULATION

MODEL DIM A DIM B 
GENERATOR SET WEIGHT

KG LB

C13 N6H 449 432 217 479

C17 N6H 465 432 241 531

C20 N6H 465 432 241 531

NOTES:
 
1.  DIMENSIONS SHOWN IN [ ] ARE IN INCHES.
 
2.  ELECTRICAL INTERFACE TO THE GENERATOR SET SHOULD
    BE WITH FLEXIBLE CONDUIT.
 
    2X MOUNTING SLEEVES 55 [2.2] LONG WITH �n�15 [0.6]
    THROUGH HOLE ARE PROVIDED LOOSE FOR SECURING
    GENERATOR SET TO MOUNTING SURFACE.
 
4.  OIL DRAIN EXTENSION: 3/8 INCH ID HOSE.
 
5.  FUEL INTERFACE TO THE GENERATOR SET MUST BE WITH
    AGENCY APPROVED FLEXIBLE FUEL LINE.
 
    ACCESSORY MOUNTING PAD A052A795 APPROXIMATE WEIGHT
    70 Kg (155 LB).

 ENGINE OIL FILL

 ENGINE OIL LEVEL DIPSTICK

 CIRCUIT BREAKER BOX

LOCAL DISPLAY
(GENERATOR SET START/STOP
 AND GRAPHICAL DISPLAY)

 BATTERY

 OPTIONAL ACCESSORY
 MOUNTING PAD

 AIR INLET

HINGE LOCK

COVER LOCK
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 AIR INTAKE

CG 

APPROVED LOCATION FOR EXTERNALLY MOUNTED STOP
SWITCH (NOT PROVIDED). MOUNTING HOLE NOT PROVIDED.

3/4" NPT FEMALE 
FUEL CONNECTION 

 AREA AVAILABLE FOR
 ADDITIONAL ELECTRICAL CONNECTIONS

 CG

 AIR OUTLET

3D VIEW
SCALE  1/8

SCALE  1/8
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Part Specifications :A059K578 A 

Description Legacy Name External Regulations Application Status Release Phase Code Security Classification Alternates

OUTLINE,GENSET A059K578 No External Regulations Apply Production Only Production Confidential  

Name Description Legacy Name

A030B356 SPECIFICATION,MATERIAL CES10903

A059K579 DRAWING,ENGINEERING A059K579


