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REVISIONS:
LEVEL: DESCRIPTION: BY:DATE:

NA NA NANA

RAD: W/ ENG BASE: 23577 HSG: WPE-107

**CONSULT FACTORY FOR 208V
3PH AND 240V 3PH

DIMENSIONS**

AutoCAD SHX Text
NOTES: 1. BREAKER DIMENSIONS ARE APPROXIMATE 2. RADIATOR CORE WIDTH: 64.25" 3. FUEL SUPPLY: 3/8" FUEL RETURN: 1/4" 4. (OPTIONAL): EXHAUST HOOD INCLUDED LEVEL 3 ENCLOSURE ONLY 5. (OPTIONAL): EXHAUST ROUTED THROUGH EXHAUST HOOD LEVEL 3 ENCLOSURE ONLY 6. (OPTIONAL): SOUND ATTENUATION FOAM INCLUDED LEVEL 2 & 3 ENCLOSURES ONLY 7. (XX.XX) DIMENSIONS ARE FOR REFERENCE ONLY
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FUEL STUB-UP AREA 8 X 8
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COOLANT DRAIN (OPTIONAL)
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 .813 MTG.HOLE (10X)
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CONTROL PANEL
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INTAKE AREAS
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1200A CIRCUIT BREAKER (OPTIONAL)
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REMOVABLE LIFTING BRACKETS (4X)
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OIL DRAIN
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